STEEL STUD LINTEL SCHEDULE

WALL SIZE [ OPENING WIDTH LINTEL SIZE

4" STUD WALLS

0’ TO 3-0" (2) 8"x18 GA

3'-0" TO 6'-0" | (2)10"x16 GA

6" STUD WALLS

0’ 7O 3-0" (3) 8"x18 GA

3-0" 70 6'-0"| (3)10"x16 GA

NOTES:

1. ALL STUD LINTELS SHALL BE CAPPED TOP & BOTTOM
W/ A 14 GA RUNNER TO MATCH WALL STUD THICKENESS

2. ALL LINTELS SHALL BEAR OR BE SUPPORTED BY A
DOUBLE STUD @ EACH SIDE OF OPENING.

LEGEND

——WRD WALL TO ROOF DECK

— 12'-2" WALL HEIGHT
—9'-8" HEIGHT OF HEADER
o—AA WALL TYPE

NOTES: 1. ALL PARTITIONS EXTENDING TO ROOF
DECK OVER 12' LENGHT SHALL BE BRACED

@ 4'-0" O.C.
PROVIDE U CHANNEL BRIDGING @ 80" OC VERT.
WHERE WALL STUDS EXTEND TO ROOF DECK,

W N

GYP. BRD SHALL EXTEND TO ROOF DECK.
4. PROVIDE SEALANT AROUND DUCTWORK,
AND CONDUIT PENETRATING WALL BOARD.
5. COORDINATE STUD SPACING TO ROOF DECK
WITH DUCTWORK SIZES.
6. PROVIDE CLIP TRACK BLOCKING AT ALL SCHEDULED EQUIPR.,,
GRAB BARS, CABINETS, ETC... COORDINATE WITH TRADES.
7. ALL WALLS THAT EXTEND TO ROOF DECK SHALL HAVE GYP.
BRD. IN ATTIC SPACE (BOTH SIDES) THAT SHALL BE TAPED
AND MUDDED. FINSH AND PAINTING IS NOT REQUIRED.

71\ PARTITION FLOOR PLAN

A106 /' ScALE: 3/16"= 10"
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1A'| 35/8"METALSTUDS @ 16" O.C. STC 45

;
%

18| 6"METALSTUDS @ 24" 0.C. (STC 45)

1C| 8"METALSTUDS @ 16" O.C.

1D | 35/8"METALSTUDS @ 16" 0.C. W/
5/8" GYPSUM WALLBOARD ON ROOM
SIDE ONLY

BOTTOM OF STRUCTURE/DECK ABOVE
SEALANT (BOTH SIDES)

GALVANIZED METAL STUD TRACK
CEILING AS SCHEDULED

5/8" TYPE "X" GYPSUM WALLBOARD (1)
LAYER, BOTH SIDES OF STUDS

GALVANIZED METAL STUDS

3" THICK ACOUSTIC BATT INSULATION,
(STC RATED WALLS ONLY)

GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

NOTE: SEE WALL SECTION AND DETAILS FOR EXTERIOR
PARTITIONS. ALL EXTERIOR WALLS SHALL HAVE

MOLD RESISTANCE GYPSUM BOARD.
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2A | 35/8"METAL STUDS @ 16" O.C. (STC 45)

W

2B | 6"METALSTUDS @ 16" O.C.

2C | 8"METALSTUDS @ 16" O.C.

(STC RATED WALLS ONLY)
GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

WALLS ONLY)
GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

BACKER BRD.

5/8" CEMENTITUOUS

5/8" CEMENTITUOUS
BACKER BRD.
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35/8" METAL STUDS @ 16" O.C. (STC > 56)

6" METAL STUDS @ 16" O.C.

PARTITION TYPE 3

A106

LTI 777 7 77 7 7 7 7 7 7 7 7777

NOTE: ALL TOILET ROOMS SHALL HAVE 5/8"
CEMENTITIOUS BACKER BOARD (IN LIEU OF 5/8" GYPSUM
WALL BOARD) WITH TILE WAINSCOT. PROVIDE

5/8" MOISTURE RESISTANT GYPSUM IN ALL TOILET ROOMS,

LOCKER ROOM

AND SHOWER ROOMS

4A | 35/8"METAL STUDS @ 16" O.C. (STC 45)

1B BACKER BRD. AND
TILE BOTH SIDES

5\ PARTITION TYPE 4

A106
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NOTE:

3 5/8" METAL STUDS @ 16" O.C. (STC 45)
ALL TOILET ROOMS SHALL HAVE 5/8"

CEMENTITIOUS BACKER BOARD (IN LIEU OF 5/8" GYPSUM
WALL BOARD) WITH TILE WAINSCOT. PROVIDE

5/8" MOISTURE RESISTANT GYPSUM IN ALL TOILET ROOMS,
LOCKER ROOM AND SHOWER ROOMS
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A106

IF SHEET IS LESS THAN (30"x42") IT IS
A REDUCED PRINT; SCALE ACCORDINGLY

A106
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